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DC - DC CONVERTER
1 Watt Ultra Miniature High Isolation SIP MAU200 Series
Input Specifications
Input Voltage 5, 12, 24 VDC
Input Filter Internal Capacitor

Output Specifications
Output Wattage 1 Watt
Output Voltage See rating chart
Line Regulation +/-1.2% / % Typ. 
Output Voltage Accuracy Typ ±1.0% Max.±3.0% 
Noise & Ripple Max. 150mV P-P over line, load, temp
Output Power Protection 120%
Output Short Circuit 0.5 Second Max.
Isolation Voltage Input/Ouput 60 Sec 3000VDC
Isolation Resistance 10 G Ohms @ 500VDC
Isolation Capacitance 100KHz, 1V Typ. 60pf
Switching Frequency Min. 70kHz Typ.100kHz

• SMT Technology 
• Miniature SIP  

• High Efficiency up to 81%  
• Low Cost

OUTPUT VOLTAGE / CURRENT RATING CHARTS
Model Input Output Output Output Input Input Load Efficiency

Number Voltage Voltage Current Current Current Current Regulation

Max. Load No Load  

 VDC VDC mA (Max.) mA (Min.) mA (Typ.) mA (Typ.) % (Max.) % (Typ.)

MAU 201  3.3 260 5 235  10 73

MAU 202 5 200 4 281  10 71

MAU 203 9 110 2 260  8 76

MAU 204 5 12 84 1.5 258 30 7 78

MAU 205 (4.5 - 5.5) 15 67 1 258  7 78

MAU 206 +/-5 +/-100 +/-2 278  10 72

MAU 207 +/-9 +/-56 +/-1 262  8 77

MAU 208 +/-12 +/-42 +/-0.8 258  7 78

MAU 209 +/-15 +/-34 +/-0.7 258  7 79

MAU 211  3.3 260 5 96  8 74

MAU 212 5 200 4 114  8 73

MAU 213 9 110 2 106  5 78

MAU 214 12 84 1.5 105  5 80

MAU 215 12 15 67 1 104 12 5 80

MAU 216 (10.8 - 13.2) +/-5 +/-100 +/-2 113  8 74

MAU 217 +/-9 +/-56 +/-1 106  5 79

MAU 218 +/-12 +/-42 +/-0.8 104  5 81

MAU 219 +/-15 +/-34 +/-0.7 105  5 81

MAU 221  3.3 260 5 49  8 73

MAU 222 5 200 4 59  8 71

MAU 223 9 110 2 54  5 76

MAU 224 12 84 1.5 54 7 5 78

MAU 225 24 15 67 1 53  5 79

MAU 226 (21.6 - 26.4) +/-5 +/-100 +/-2 58  8 72

MAU 227 +/-9 +/-56 +/-1 55  5 76

MAU 228 +/-12 +/-42 +/-0.8 53  5 79

MAU 229 +/-15 +/-34 +/-0.7 53  5 80
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